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g SECTION COUNTY et ser
607 | (124,125)RS-2 LASALLE 9 9
STA. TO STA.
oo | s | -
SAW CUT (INCIDENTAL)
REMOVE BY UNIFORM CUT
(REMOVAL INCIDENTAL TO
MILLING OPERATIONS)
ILLING © EXISTING
DIRECTION OF SURFACE
BIT. SURF. REMOVAL ———
ROUNDED EDGE FROM
EIEL'OSEEFS/C; MILLING OPERATIONS
(COLD MILLING)
Approximately 157 8 or as
or 8’ back from directed by

the Engineer

and parallel to gate,

NOTE: WHEN MILLING OPERATIONS PRODUCE A ROUNDED EDGE, If present.
THEN A SAW CUT SHALL BE USED TO MANUFACTURE
A PERPENDICULAR EDGE AS SHOWN IN THE DETAIL.
THE ENGINEER SHALL BE THE SOLE JUDGE
CONCERNING THE USE OF THIS DETAIL o
] N N
I
BITUMINOUS DETAIL AT PROJECT LIMITS 1 - ~f-=
AND AT OMITTED BRIDGES o & Sta. A
! NOTES
The fransverse spread of the "x"
< 1 may vary gccording to lane width.
*  Minimum Distance On multi-lane roads, the stop lines
400’/ for 55 MPH shall extend across all approach
25Q for 45 MPH lanes and separate RXR symbols shall
100° for 35 MPH or Less be placed adjacent fo each other in
each lane.
PAVEMENT MARKINGS AT
RAILROAD-HIGHWAY GRADE CROSSING
~ E.0.P.
; /
EDGE LINE - WHITE: E““
10° 30 107 ” 4 NO PASSING ZONE LINE
ﬂ u _ — L
4
54" EDGE LINE - WHITE ;
‘ _/
CENTERLINE & NO PASSING ZONE LINES - E.O.P.
YELLOW (SEE TYPICAL SECTIONS)
PAVEMENT MARKING
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